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Celeron 440, up to Xeon 3000 series

DDR2 800/667, 8GB Max

1 x 3.5” SATA

2 x GbE onboard

N/A - Single Drive System

Optional

1 x PCIe x8 via riser card

260W single

16.8 x 1.7 x 14”

None

Celeron 440, up to Xeon 3000 series

DDR2 800/667, 8GB Max

1 x 3.5” SATA

2 x GbE onboard

N/A - Single Drive System

Optional

1 x PCIe x8 via riser card

260W single

16.8 x 1.7 x 14”

None

Celeron 440, up to Xeon 3000 series

DDR2 800/667, 8GB Max

2 x 3.5” SATA

2 x GbE onboard

RAID 0/1 - Dual Drive System

Optional

1 x PCIe x8 via riser card

250W single

17.1 x 1.7 x 15.5”

None

Xeon 5500 Series CPU

DDR3 1333/1066/800, 48GB Max

16 x 3.5” SAS or SATA hotswap

2 x GbE + 1 FE for IPMI

RAID 0/1/5/6/10 via LSI 8704ELP

Onboard

6 expansion slots onboard

900W redundant PSU

17.2 x 5.2 x 25.5”

* LSI 8888ELP - 4-In / 4-out  (RAID 0/1/5/6/10) 

* LSI 3401E - 4 internal ports (HBA) 

* LSI 3442E - 4-In / 4-out (HBA)

Celeron 440 up to Xeon 3000 series

DDR2 800/667, 8GB Max

4 x 3.5” SATA

2 x GbE

Onboard RAID 0/1/5/10

Optional

6 expansion slots onboard

500W single PSU

16.9 x 6.9 x 20.5”

 *LSI 8704 ELP hardware RAID 0/1/5/6/10 

*Upgradable to Intel 5500 - Tylersburg

Xeon 5500 Series CPU

DDR3 1333/1066/800, 48GB Max

24 x 3.5” SAS or SATA hotswap

2 x GbE

RAID 0/1/5/6/10 via LSI 8704ELP

Onboard

6 expansion slots onboard

900W redundant PSU

17.2 x 7 x 26”

* LSI 8888ELP - 4-In / 4-out (RAID 0/1/5/6/10)

* LSI 3401E - 4 internal ports (HBA) 

* LSI 3442E - 4-In / 4-out (HBA)

Celeron 440, up to Xeon 3000 series

DDR2 800/667, 8GB Max

4 x 3.5” SATA hotswap

2 x GbE onboard

Onboard RAID 0/1/5/10

Optional

1 x PCIe x8 via riser card

300W single

17.2 x 1.7 x 19.8”

Alternative LSI 8704ELP for hardware 

RAID 0/1/5/6/10 SAS or SATA

Xeon 5500 Series CPU

DDR3 1333/1066/800, 96GB Max

4 x 3.5” SATA hotswap

2 x GbE + 1 x FE for IPMI

Onboard RAID 0/1/5/10

Onboard

UIO technology, supports up to 3 PCI/PCIe expansion 

cards

650W redundant PSU

17.2 x 1.7 x 25.6”

Alternative LSI 8704ELP for hardware 

RAID 0/1/5/6/10 SAS or SATA 

Celeron 440, up to Xeon 3000 series

DDR2 800/667, 8GB Max

3 x 3.5” SATA

2 x GbE onboard

Onboard RAID 0/1/5

Optional

Supports up to 3 expansion cards via riser card

300W single PSU

19 x 3.5 x 21”

Alternative LSI 8704ELP for hardware 

RAID 0/1/5 SAS or SATA

Celeron 440, up to Xeon 3000 series

DDR3 1333/1066/800, 8GB Max

3 x 3.5” SATA hotswap

2 x GbE onboard

Onboard RAID 0/1/5

Optional 

UIO technology, supports 7 expansion cards

700W redundant PSU

17.2 x 3.5 x 17.7”

Alternative Intel 3010 based board 

Alternative LSI 8704ELP for hardware 

RAID 0/1/5 SAS or SATA

Celeron 440 up to Xeon 3000 series

DDR3 1333/1066/800, 8GB Max

12 x 3.5” SAS or SATA hotswap

2 x GbE onboard

RAID 0/1/5/6/10 via LSI 8704ELP

Optional

UIO technology, supports 7 Expansion slots

800W redundant PSU

17.2 x 3.5 x 25.5”

* LSI 8888ELP - 4-In / 4-out (RAID 0/1/5/6/10) 

* LSI 3401E - 4 internal ports (HBA) 

* LSI 3442E - 4-In / 4-out (HBA)

Celeron 440 up to Xeon 3000 series

DDR2 800/667, 8GB Max

16 x 3.5” SAS or SATA hotswap

2 x GbE onboard

RAID 0/1/5/6/10 via LSI 8704ELP

Optional

6 expansion slots onboard

900W redundant PSU

17.2 x 5.2 x 25.5”

* LSI 8888ELP - 4-In / 4-out (RAID 0/1/5/6/10) 

* LSI 3401E - 4 internal ports (HBA) 

* LSI 3442E - 4-In / 4-out (HBA)

14” deep 1U Quad-core w/ Front-facing 
ports, 2 x GbE and PCIe expansion

14” deep 1U Quad-core w/ 2 x GbE and 
PCIe expansion

Value 15.5” deep 1U Quad-Core w/ 2 x GbE 
and PCIe x8 expansion

3U Dual Xeon redundant power network 
storage appliance with up to 24TB of SATA/

SAS storage and 6 expansion slots

4U Entry-level Socket 775 network 
appliance with 6 expansion slots and 

optional 4-bay SATA RAID module

4U Dual Xeon redundant power network 
storage appliance with up to 36TB of SATA/

SAS storage and 6 expansion slots

1U network appliance with Intel Socket 
775 CPU and 4 hot-swap SATA bays

1U Two-Way network appliance with 4 
hot-swap SATA bays and redundant power

Value 2U appliance with 3 expansion slots 
and 3 �xed SATA bays

Mid-level 18” deep 2U with 7 expansion 
slots and 3 hot swap SATA bays

Mid-level redundant power 2U with 7 
expansion slots and 12 hot swap SATA 

bays

3U redundant power network storage 
appliance with up to 24TB of SATA/SAS 

storage with 6 expansion slots
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